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Thank you for your purchase of this new SUNPENTOWN product. Please read
thoroughly and retain this manual for future references.

CAUTION:

1. This appliance is intended for household only.

2. Never operate this unit if the cord is damaged. In case of damage, the cord must be
replaced by the manufacturer, an authorized service agency or a similarly qualified
electrician.

. Close supervision is necessary when this item is used by or near children.

. The appliance is not intended for use by persons (including children) with reduced
physical, sensory or mental capabilities, or lack of experience and knowledge, unless
they have been given supervision or instruction concerning use of appliance by a person
responsible for their safety.

A w




‘I IMPORTANT SAFETY INSTRUCTIONS

Please read all instructions before using this product. Save these instructions
for easy reference. When using electrical appliances basic precautions
should always be followed to reduce breakage, risk of fire, electric shock and
injury to persons including the following:

e Read all instructions before operating the air cleaner.

e Place the air cleaner where it is not easily knocked over by persons in the
household.

o ALWAYS unplug air cleaner when not in use.

e DO NOT use any product with a damaged cord or plug, or if product
malfunctions, is dropped or damaged in any manner.

e Keep the power cord away from heated surfaces.

e DO NOT use air cleaner outdoors.

e NEVER use the air cleaner unless it is fully assembled.

e DO NOT run power cord under carpets and DO NOT cover with throw rugs.
Arrange cord so it will not be tripped over.

e DO NOT use air cleaner where combustible gases or vapors are present.

e DO NOT expose the air cleaner to rain, or use near water, in a bathroom,
laundry area or other damp locations.

eTo disconnect air cleaner, first press Power Button to turn air cleaner OFF
and remove plug from outlet.

e DO NOT allow foreign objects to enter ventilation or exhaust opening, as
this may cause electric shock or damage to the air cleaner.

e Place air cleaner near a power outlet and avoid using an extension cord.

e DO NOT block air outlets or intakes.

e The air cleaner has a polarized plug (one blade is wider than the other). To
reduce the risk of shock, this plug is intended to fit in a polarized outlet only
one way. If the plug does not fit fully in the outlet, reverse the plug. If it still
does not fit, contact qualified personnel to install the proper outlet. DO NOT
try to alter the plug in any way.

e Aloose fit between the plug and the AC outlet (receptacle) may cause
overheating and distortion of the plug. Contact a qualified electrician to
replace loose or worn receptacles.

e DO NOT sit, stand on, or place heavy objects on the air cleaner.

o ALWAYS disconnect power supply before servicing.

WARNING! To reduce the risk of fire or electric shock, DO NOT use this
product with any solid-state speed control device.
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3 OPERATION
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Connect the plug to a 120V power outlet and the air cleaner will be on “stand by” status.

Control Panel:

1. ©

2. 1"

Press the button to turn on the air cleaner. To turn off the air cleaner, press the button again.

Press the button to select the fan speeds: LOW, MED (medium), HI (high), Turbo and Auto.
Note: When the “Auto” mode is selected, it takes two minutes for the air sensor to warm up.
During warm up period, the indicator light flashes. Two minutes later, the indicator light
stops flashing and the sensor starts functioning. The air sensor will detect the air quality
and set the fan speeds automatically.

When the air cleaner is running, press the button to set up the “off” timer. The timer can be

set from one to eight hours. Every indicator light represents one hour. When the set time is

up, the air cleaner will turn off automatically.

Press the button to turn on the UV light function.

Hold this button till the indicator light is off to reset the filter replacement reminder.

At “stand by” status, press the button to set the “on” timer. The timer can be set from one to

eight hours. Every indicator light represents one hour. When the set time is up, the air
cleaner will turn on automatically. Note: the air cleaner will turn on at the LOW fan speed only.

Remote control:

1O

2.

3. (2
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Press the button to turn on the air cleaner. To turn off the air cleaner, press the button again.

Press the button to select the fan speeds: LOW, MED (medium), HI (high), Turbo and Auto.
Note: When the “Auto” mode is selected, it takes two minutes for the air sensor to warm up.
During warm up period, the indicator light flashes. Two minutes later, the indicator light
stops flashing and the sensor starts functioning. The air sensor will detect the air quality
and set the fan speeds automatically.

When the air cleaner is running, press the button to set up the “off” timer. The timer can be
set from one to eight hours. Every indicator light represents one hour. When the set time is
up, the air cleaner will turn off automatically.

Press the button to turn on the UV light function.

Built-in re-start IC:
The air cleaner is equipped with Restart IC. When the air cleaner experiences power blackout, it will
automatically turn back on at the previous setting when power returns.




4 REPLACING FILTERS
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When the “HEPA” indicator lights up, it means the HEPA Filter has been used for
8000 hours and needs to be replaced.

When the “Carbon” and “VOC” indicator lights up, it means the Activated Carbon
Filter and VOC Filter have both been used for 2000 hours and need to be
replaced.

The steps to replace the filters:

1.Turn off the air cleaner by pressing the power button. Then unplug the unit
from the electrical outlet.

2.Firmly grasp the notches on both sides of the front grill and pull the grill
outward to remove.

3.Replace the old HEPA Filter (or Activated Carbon Filter and VOC Filter) with a
new one. Note: place the side with arrow marks facing the machine and the
side with pull tab facing you.

4.Reposition the front grill.

5.Press and hold the filter replacement reminder button till the indicator light is
off. The reminder is reset.

If you want to replace the filter(s) before the indicators light up, follow the steps

below:

1.Repeat the first to fourth steps above.

2.Press the filter replacement reminder button and the indicator will flash in turn.
Select the filter you have just replaced and hold the reminder button till the
indicator stops flashing.

3.The selected reminder(s) are reset and recalculates the working time.

Note:

» Make sure to turn off the power and unplug the unit before replacing the filters.

« Either HEPA Filter or Activated Carbon Filter is not washable.

« If used properly, the Tio2 filter doesn’t have to be replace. If there is dust, use a
vacuum machine to clean it.







